— _A
Commodity Specification

DICED CHICKEN

APRIL 2005




L. GEINERAL ...ttt et bt E Rt R e R bRt n b Re Rt e nbeeRe e et nreeneenre s 1
AN o (o 1 Tod 0T~ od o1 o USSR 1
B. Approved Quality Control Programs for Bone Removal ..o, 1
C. FOOd SECUritY REQUITEIMENTS .....eciuiiiieiieeie e esieeste e sie e ste e st e see s e e e e e teesbe e sreesneesneesnneeeeenreenneeaneeeses 1
R O g ToTo LY @0 4410 F- YL S 1

I. COMMODITY SPECIFICATION. ... .citiititiiie ittt sttt sttt sseesaesbeaneeseesbeeneennens 2
A, BaSiC REOUITEMENES .....iiiie ettt st et st e e s e e be et e e ste e st e e eseeenteeteesee e reenreesreenneas 2

1. DAL PrOCESSEA. ... eeeeeeieeeiie ittt sttt sttt ettt e bt et e st e sbe e bt e bt ebe e e e sbeeneeseesbeeneenbeane et e 2
P © 4 o ¥ o) 1011 RS 2
B R |55 1< 1 [ o S 2
O ] I T 1T €= =T £ SR 2
5. USDA Sampling OPLiON .......cccuiiieeieeiic e eie e stee st e s te et e ste e sreesneesneesaeesreesreesneesneas 2
6. FOWI From OTher PIANES .....c..ooi ettt 2
B. Requirements of FOWI MEAL TOF DICES.......cccuiiiiiiieii sttt nnees 3
I U T ToTot=T o] o] [TV | RSSO 3
2. 0rganoleptiC REQUITEIMENTS .......ccviiieiie e e re e se e see s e e s te e te e be et e st e snaeeseeeeeesaeesreesreesreesneas 3
K I 1 4 L= T [T =] T €SS 3
C. Preparation and PrOCESSING .......ccveiieieeieeiiesiesie e eteesteesteesteesreeseeeteesteesteesteesraessaessaeaneesneesneeaneeenes 3
I O Tol (] g o T U 1o J oo ] 1] T TSSO 3
2. Preparation of Cooked Meat fOr DICING ......cccciiviiiiiiiiie e 3
3. Cooked Meat Defects - Examination for BONE............ccooi it 4
I ] 1o o RS 4
T o LAVZ T U 1L YA o4~ o SRS 4
6. Packaging and Packing MaterialS............cceiveiieiiiiiii i 4
7. Packaging and PaCKiNg.........cccveiiiieiiiiiii ettt e et nte e nae e e reenneennns 5
8. MELAI DBLECTION ...ttt ettt ettt ettt e e sbe et ebesbesbeeneesbeene et e 5
LS R £=T=Y4 1 T RSP 5
10. Organoleptic and Defect Requirements fOr DICES. ......ccvuvivriieeiieeie e see e 5
Table 1. Organoleptic Requirements and Defects fOr DICES .....ccvcvvvvieviivie i 6
11, DICE SIZE& REQUITEIMENTS. ... eeveeteeieeseeieestesse e e steesteesteesteesseesneeareeeteesteesaeesseesaeesreesseeaneeentessseens 7
D R o 3 a0 BT T 4T o 1T g o RS 7
O L T 1A To] g o) - o OSSP 7
B T 11411 oo S 8
3. Samples for Laboratory ANGIYSES. ..o 8
E. LabOratory ANAIYSES ......ciuiiiieieeie e ieesee st se e ste e s e st e st e st e eseeete e steesreesaeesneeanbe e te e teenteenreenreeaneeenre e e 8
1. Microbiological REQUITEIMENTS. ......cccviiiiiiieiie et stee s e e ee e ste e e sre e sre e s esnae s nee e re e reenneenneeas 8
U1 I o To] -1 0] =t USSP 9
K I Lo 0 - 1(0] A AN £ VAT RS 9
4. Timely Receipt of Laboratory RESUILS...........cccoviiieiie e 10
5. Appeal of Laboratory ANGIYSES.......cecieiiiiiec e e e s aeenre e 10
T LABELING ...ttt ettt st ettt e et s e s bt bt et s bt e ne e beebe et e sbeenbeseeene e e e 11
A. Commercial Labeling REQUITEIMENTS .........ciiiiieiieie ettt e nreesee e 12
1. DIStDULOr LADRIS ... et et es 12
2. TracabIe PrOGUCT ........ooiiieee et ettt sae e e ees 12
3. Universal ProduCt Bar COOE. ........ooiiieiiiee ettt ettt 12
B. Additional LabeliNg ISSUES .......cccveiiieiie e s seesie e nte e ste e te e ste e s e st e s te s beebe e beesraesreesneesneesneeeneeees 12
C. F.a.5. VESSEI DEIIVEIIES.....ceiieieeiieieiie ettt sttt ettt e et ne e sbesbeeneesaeene e e e 13

IV. FINAL EXAMINATION OF PACKAGED AND PACKED COMMODITY ...cccooiiiiiiniee e 13

A. Material and Net Weight COMPHANCE ........cccvi i 13
1. Verification of Materials and DETECTS........cccooiiiiiie e 13



B L= AT L= T | PSSR 13

B. Prerequisites for Loading and Shipping Frozen Commodity .........cccccovviiieireniecnncnc e e 14

I o a0 11 0] o} 0] (o= S SU TSR 15

2. Internal Product TEMPEIALUIE. .......cccueeieeiee e see st e e e ae e ste e sreesraesraesnaesranenenenreens 15

C. Inspection and CheCKIOAUING . .......cveiveiieiiiiie e st e e ee e sre e sreenreesneennees 15

IO o T [T =] 1 15

B o (0 Tor =T [ =TSRSS 16

V2 6 1 1 I N L RSP TR 16
F N 1] £ PP PRTPRRN 16

o 1] Lo o] = o T R 16

VI. SHIPMENT AND DELIVERY ..ottt st st 16
A. Contract COmMPIIANCE STAMP .....cccieii e be e re e ae e sreesneesnneaneee e 16

I €T = Vo [T T T =T U o= S 17

I o V1 o= T o] =TT )Y o= Uo) G 17

B I 1101 PRSPPSO 17

C. Loading and Sealing Of VENICIES .........ccviiiiii ettt nneas 17

IO = U] o7 T OSSPSR 17

N I 0T o) o To [0 Y/ o (ot PSS 17

[ D B 1= AT Y Lo L ToF: 11 o] S 17

L. IN-PlANt DEIIVEIIES .....ei ettt b ettt st e bbb e et nneeneeees 18

D LT TN oY T (o] =T TSP 18

I =T YA 1= YT PSS 18

E. Sl DEIIVEIIES. ... ettt e st e et e et e e te e sreesteesaeesnaesteeaneeanneenreenreens 18
VII. DESTINATION EXAMINATION ..ottt ettt st saesne e 18
A. CommOdity REQUITEMENTS .......eeiieiieiiecie e s et e e se e s te e st e st e s a e s s e eseeenteeneeesreesneesneeaneeees 18

T =T o 010 T=T LT SR RPRRPRI 19
USDA SYMBOL ...ttt ste e sttt et sre e e snnesneeaneas Back of Specification



I. GENERAL

A. Product Description

Frozen cooked diced chicken meat (commaodity) produced from ready-to-cook fowl
(7 CFR § 70.201(f)) under this Specification will be packaged and packed in the following form
as specified in the contract:

Diced Chicken (222140) — Frozen cooked diced chicken meat, produced from ready-to
cook fowl (a class of mature female chickens). Diced chicken will be packed in four
10-pound (4.54 kg) packages to a net weight of 40 pounds (18.14 kg) in each fiberboard
shipping container. A purchase unit will consist of 1,000 shipping containers totaling
40,000 pounds (18,144 kq).

B. Approved Quality Control Programs for Bone Removal

The contractor/producer will develop a written quality control program that documents the
production procedures for bone removal and quality assurance protocol, the corrective and
preventative actions, and product control procedures. This program must list the areas the
contractor/producer will monitor and the established defect criteria. The sampling procedures
and defect criteria for this quality control program must meet or exceed USDA requirements.
The quality control program must be developed in accordance with the Poultry Graders
Handbook and Poultry Programs’ “Requirements for Documented Quality Control Programs —
USDA Commodity Diced Chicken” dated July 29, 2003, Revision I.

C. Food Security Requirements

Contractors and subcontractors participating in the commodity program must have a
documented food security plan that provides for the security of a plant’s production processes,
including storage and transportation of finished product after production. The plan shall address
the following areas: (1) food security plan management; (2) outside and inside security of the
production and storage facilities; (3) slaughter and processing, including all raw material
sources; (4) shipping and receiving; (5) storage; (6) water and ice supply; (7) mail handling; (8)
personnel security; and (9) controlled access to production and storage areas. Prior to the initial
commodity production run, the food security plan shall be made available to USDA certification
agents, and thereafter upon request.

D. Commodity Complaints

The contractor/producer must immediately report all complaints received on the commaodity to
the Contracting Officer.



I1. COMMODITY SPECIFICATION

A. Basic Requirements

1. Date Processed. The cooked diced chicken meat (dices) must not be processed prior
to the date of the contract and must be prepared from freshly slaughtered ready-to-cook fowl.

2. Origin of Fowl. The commodity must be produced and processed from fowl that
were produced, raised, and processed in the United States, its territories or possessions, the
Commonwealth of Puerto Rico, or the Trust Territories of the Pacific Islands. If the contractor
processes or handles chicken carcasses and parts produced from fowl originating from sources
other than the United States, its territories or possessions, the Commonwealth of Puerto Rico, or
the Trust Territories of the Pacific Islands, the contractor must have an acceptable identification
and segregation plan for those carcasses and parts to ensure they are not used in the commodity
produced under this Specification. This plan must be made available to an AMS, Poultry
Programs, Grading Branch, Grader, and the Contracting Officer or agent thereof upon request.
The contractor must ensure that both the contractor and subcontractor(s) maintain records such
as invoices, or production and inventory records evidencing product origin, and make such
records available for review by the Grader or other Government official(s) in accordance with
Article 76 of USDA-1.

3. Inspection. Processing operations must comply with Poultry Products Inspection
Regulations (9 CFR part 381) and be under the supervision of a representative of the USDA
Food Safety and Inspection Service (FSIS) (Inspector). Inspection for contract and specification
compliance will be in accordance with the Regulations Governing the Voluntary Grading of
Poultry Products and Rabbit Products (7 CFR part 70) and the U.S. Classes, Standards, and
Grades for Poultry (AMS 70.200 et seq.) under the supervision of a Grader. The Grader will be
responsible for certification with the requirements of this Specification for fowl; preparation,
processing, and freezing of the dices; packaged frozen dices; packing; labeling and marking;
sampling; laboratory results; net weight; and checkloading.

4. ESIS Requirements. The commodity must be produced and processed in an FSIS
federally inspected establishment, be accurately marked and/or labeled, and meet all FSIS
regulatory requirements, including all microbiological testing requirements, currently in place.

5. USDA Sampling Option. USDA may select additional commodity for further
inspection or may draw samples for additional laboratory analyses.

6. Fowl from Other Plants. Chilled fowl may be transferred or obtained from other
processing plants to produce the commaodity, provided they: (1) have been processed, handled,
and identified in accordance with this Specification, and (2) comply with the freshly
slaughtered, organoleptic, and other applicable requirements of this Specification as evidenced
by USDA certification.

11LA.G.



a. Type, kind, and class of poultry, date slaughtered, and the USDA-assigned plant
number must be shown on each shipping container.

b. The chilled fowl must be at an internal product temperature not higher than
40 °F (4.4 °C) and not lower than 26 °F (-3.3 °C) when shipped from the origin plant and when
received at the destination plant.

B. Requirements of Fowl Meat for Dices

1. Unacceptable Meat. No frozen or previously frozen fowl may be used. Skin, wing
meat from the third wing portions, neck meat, giblets, and kidneys from cooked fowl carcasses
cannot be used to prepare the commaodity.

2. Organoleptic Requirements. The chilled fowl will be examined on a continuous basis
for the following organoleptic requirements: Chilled fowl must be free of rancidity; free of
fruity, sulfide-like, cardboardy, tallowy, oily, oxidized, metallic, chlorine, and other off or
foreign odors; free of foreign materials (e.g., glass, paper, rubber, metal); must show no
evidence of mishandling or deterioration; and must have a bright color with no evidence of
freezer burn or dehydration, thawing, or refreezing. Any fowl that does not comply with the
organoleptic requirements will be rejected for use under this Specification.

3. Time Requirements. The chilled fowl carcasses must be cooked and the resultant
white and dark meat diced, individually frozen, and packaged within 7 calendar days after the
date of slaughter.

C. Preparation and Processing

1. Cooking and Cooling. The fowl carcasses and the white and dark meat must be
cooked and cooled.

2. Preparation of Cooked Meat for Dicing. The dices must be prepared from pulled
(deboned) cooked white and dark meat according to one of the following methods:

a. Cooked white and dark meat in natural proportion as removed from the cooked
whole fowl carcass.

b. Formulated on a weight basis to contain a minimum of 50 percent cooked white
meat and a maximum of 50 percent cooked dark meat.

The method used by the contractor must have established control procedures, processing
sequence, product flow, and methods for handling the pulled cooked white and dark meat to
ensure that: (1) the natural proportion of cooked white and dark meat is maintained, (2) no white
meat is removed for other uses, and (3) no dark meat is added from other sources. These
I1.C.2.b.



procedures and methods must be reviewed and found acceptable by supervisory personnel of the
Grading Branch, Poultry Programs, AMS, before they can be used to produce white and dark
meat for this Specification.

3. Cooked Meat Defects - Examination for Bone. A 5-pound (2.27 kg) sample of pulled
cooked white and dark meat will be drawn and examined for bone defects shown in I1.C.3.a.
prior to dicing. When cooked white and dark meat are formulated on a weight basis
(minimum 50 percent white meat/maximum 50 percent dark meat), 2.50 pounds (1.13 kg) of
pulled white meat and 2.50 pounds (1.13 kg) of pulled dark meat will be drawn and examined
separately for the bone defects shown in 11.C.3.a. The frequency of sampling and number of
samples examined will be those outlined in Poultry Programs’ Sample Plan Level 3 (SPL-3).

a. Any sample with bone or hard bone-like material will be counted as a defect
under SPL-3.

b. If the number of bone defects exceed the maximum for the “target” level or result
in a rejection, the frequency of sampling for bone defects will be increased to a sample drawn
twice each sampling interval until the cumulative number of bone defects reverts back to the
“target” level.

c. If the sample/meat has more defects than the maximum tolerance for the sample
plan, the meat the sample represents will be rejected.

4. Dicing. The pulled cooked white and dark meat must be mechanically diced to
comply with dice size requirements in 11.C.11. Dices meeting the size requirements of this
Specification are usually referred to as “0.50-inch (1.27-cm) dices” or “nominal 0.50-inch
(1.27-cm) by 0.50-inch (1.27-cm) dices.”

5. Individually Frozen. The dices of cooked white and dark meat must be individually
frozen so the individual dices do not stick together after they are packaged and packed in
shipping containers. The individually frozen dices must be handled so the dices are not stuck
together when shipped.

6. Packaging and Packing Materials. All packaging and packing materials must be
clean and in new condition, must not impart objectionable odors or flavors to the commaodity,
and must be safe (cannot adulterate product or be injurious to health) for use in contact with
food products.

a. Plastic-film bags. Individually frozen diced chicken must be packaged in low-
density polyethylene bags with a wall thickness of not less than 3 mil (0.003 inch). Plastic-film
bags must protect the commodity from dehydration, freezer burn, quality deterioration, or
contamination during conditions of use.

11.C.6.



b. Shipping containers. Shipping containers must: (1) be good commercial
fiberboard containers that are acceptable by common or other carrier for safe transport to point
of destination, (2) be of such size to pack the commodity without slack filling or bulging;

(3) withstand the stresses of handling, shipping, stacking, and storage, and (4) be closed by
commercially accepted methods and materials. Steel or wire straps must not be used for the
final closure. Staples must not be used for the final closure of any style of shipping containers.
Adhesive or staples cannot be used to fasten the top portion of telescope-style containers to the
bottom portion. Staples may be used to manufacture and to assemble the fiberboard shipping
containers, provided the staples are fastened into the container and tightly clenched to eliminate
sharp edges prior to packing the commodity into the shipping containers.

7. Packaging and Packing.

a. Packaging. Approximately 10 pounds (4.54 kg) of frozen dices must be packaged
in a sanitary plastic-film bag. Plastic-film bags must be securely closed with a nonmetallic
device. Metal wire ties, metal clips, paper-coated wire ties, or staples must not be used for
sealing plastic-film bags.

b. Packing. Four bags of frozen diced chicken must be packed in each shipping
container.

8. Metal Detection. The commodity must be examined by a metal detection device
capable of detecting metallic contaminants including, but not limited to, stainless steel shavings,
metal clips, metal fragments from cutting equipment, and pieces of wire. The commodity must
be examined in the package: (a) prior to packing; or (b) after it is packed into shipping
containers in accordance with the procedures in AMS 910, Poultry Grader’s Handbook.
Commodity found to be contaminated with metal will be handled in accordance with FSIS
procedures. Other procedures for examination of the frozen dices must be approved by the
Deputy Administrator of Poultry Programs, in writing.

9. Freezing. The packaged and packed individually frozen dices must be placed into a
freezer and the internal product temperature lowered to 0 °F (-17.8 °C) or lower within 24 hours
from the time the individually frozen dices were packaged.

10. Organoleptic and Defect Requirements for Dices.

a. Organoleptic requirements. The diced chicken will be sampled on a continuous
basis for compliance with the organoleptic requirements shown in Table 1. Any diced chicken
that does not comply with the organoleptic requirements will be rejected for use under this
Specification.

11.C.10.



b. Defect requirements. A 2-pound (0.91-kg) sample of diced chicken will be drawn
and examined for bone (11.C.10.b.(1)) and other defects shown in Table 1, in a thawed state.
The frequency of sampling and number of samples examined will be those outlined in Poultry
Programs’” Sample Plan Level 2 (SPL-2). The examination for bone will be made separately
from the examination for the other defects under SPL-3.

(1) Regardless of the kind and number of defects (within Table 1) found, any
sample with bone or hard bone-like material greater than 0.40 inch (1.02 cm) will be cause for
rejection of the product the sample represents.

(2) If the number of bone defects exceed the maximum for the “target” level or
results in a rejection, the frequency of sampling for bone defects will be increased to a 2-pound
(0.91-kg) sample drawn twice each sampling interval until the cumulative number of bone
defects reverts back to the “target” level.

(3) Product represented by a sample with more defects than the maximum
tolerance for the sample plan will be rejected.

Table 1. Organoleptic Requirements and Defects for Dices

Organoleptic The dices must be free of foreign materials (e.g., glass, paper, rubber,
Requirements: metal) and odors which are not characteristic of properly cooked and
handled fowl meat; for example, rancid, metallic, cardboardy, stale,
sour, or scorched.

Defects For Dices:
Bone: | The presence of bone or bone-like material less than or equal to
0.40 inch (1.02 cm).

Other: | 1. Cartilage (gristle), tendon or tendinous material, ligament or
ligamentous material that is soft-like in texture and extends or is
greater than 0.40 inch (1.02 cm).

2. Dark-colored (due to blood) artery or vein greater than 0.30 inch
(0.76 cm) in length.

3. Bruises or blood clots which exceed an area equivalent to a circle
with a diameter of 0.25 inch (0.64 cm).

4. An aggregate area of all discolorations with moderate intensity
which exceeds an area equivalent to a circle with a diameter of 0.50
inch (1.27 cm).

5. An aggregate area of skin greater than 1 square inch (6.45 cm?).

11.C.



11. Dice Size Requirements. Packages of individually frozen dices will be sampled and
examined for compliance with the dice size requirements on a sample basis. The frequency of
sampling and number of samples examined will be in accordance with Poultry Programs'
procedures. If any sample does not comply with the dice size requirements, the packages of
frozen dices or the product the sample represents will be rejected.

a. Samples. The Grader will draw for the sieve test a 2-pound (0.91-kg) sample of
frozen product from a 10-pound (4.54-kg) package selected at random during each sampling
interval.

b. Sieve test. The Grader will use either an 8-inch (20.32-cm) or 12-inch
(30.48-cm) diameter sieve to determine dice size requirements. For the 8-inch (20.32-cm)
sieve, the Grader will split the 2-pound (0.91-kg) sample in half and test each separately. For
the
12-inch (30.48-cm) sieve, the Grader will test the entire 2-pound (0.91-kg) sample. After the
product is placed in the sieve, the Grader will lightly shake the sieve in a back-and-forth motion
for approximately 30 seconds before recording the results.

c. Requirements. A sample must meet the following requirements:

(1) Not more than 5 percent of the weight of the sample can be retained on a
U.S. standard 0.75 inch (1.90 cm) screen (sieve).

(2) Not more than 5 percent of the weight of the sample can pass through a U.S.
standard 0.25 inch (0.64 cm) screen (sieve).

d. Rejected product. The contractor may request that the rejected packages of
frozen dices be re-examined on the basis of a stationary lot. The number of shipping containers
which will be examined are outlined in 7 CFR 8§ 70.80. One sample will be examined from each
shipping container sampled. The individual results of each sample examined with each size of
screen will be averaged. When the average for both sizes of screens complies with the dice size
requirement, the stationary lot is acceptable for use under this Specification.

D. Lots and Sampling

1. Definition of a Lot.

a. A lot is the amount of packaged commodity produced between clean-ups and
must not exceed 1 day’s production.

b. The packaged frozen commodity will be: (1) sampled for laboratory analyses and
analyzed for compliance with the microbiological requirements; and (2) accepted or rejected on
a lot basis.

11.D.



2. Sampling. The Grader will draw packages of individually frozen dices at random
from each lot. The number of packaged commodity to be drawn from each lot (processing shift)
will be as follows:

Number of Shipping Minimum Number
Containers in Lot of Packages

0 - 150 3

151 - 300 6

301 - 600 9

601 - 1,200 12

over 1,200 18

3. Samples for Laboratory Analyses.

a. The Grader, or an authorized plant employee under the supervision of the Grader,
wearing single-use plastic gloves and mask, will aseptically draw three 0.50-pound (0.23-kg)
samples from each package sampled using a sterile single-use spoon. All equipment and
supplies used for sampling must be provided by the contractor. Each sample will be placed in a
separate sterile moisture-proof sample bag. The three samples from each package sampled will
be used as follows:

(1) One for microbiological analyses at a USDA or USDA-contracted
laboratory.

(2) One for the contractor.
(3) One for areserve sample.
b. The frozen dices in the samples will be maintained in a frozen state.

c. The samples for the contractor will be given to the contractor after all the samples
for the lot have been drawn and prepared.

d. The reserve samples will be identified as such and will be retained in a freezer
under the control of the Grader. These samples will be used for laboratory analyses when the
original samples are lost or arrive at the USDA or USDA-contracted laboratory in an
unacceptable condition, or when requested by the AMS, Poultry Programs, Grading Branch,
Washington, D.C. If the reserve samples are not used, they will be returned to the contractor.

E. Laboratory Analyses

1. Microbiological Requirements. A lot of packaged frozen commodity must comply
with the following microbiological requirements when sampled and analyzed according to

I.E.1.



11.D.2., 11.D.3., and I1.E.3. A lot of packaged commodity failing to meet these requirements will
be rejected for use under this Specification.

a. Standard plate count will not exceed 50,000 per gram.
b. Coliform count will not exceed 100 per gram.
c. Escherichia coli (E. coli) results will be less than 10 microorganisms per gram.

d. Coagulase-positive Staphylococcus aureus (S. aureus) results will be less than 10
microorganisms per gram.

e. Salmonella and Listeria monocytogenes results will be negative.
f. Salmonella and Listeria monocytogenes-positive frozen dices. If any sample from

a lot is found Salmonella or Listeria monocytogenes-positive, it will not be accepted for use
under this Specification. The Grader will notify the FSIS Inspector if dices are found positive.

2. USDA Laboratories. The samples for laboratory analyses may be submitted to any
one of the USDA or USDA-contracted laboratories listed below, except when AMS determines
that conditions or workload of a specific laboratory do not permit the prompt handling of
samples. All costs incurred for shipping the samples and the laboratory analyses will be paid by
the contractor.

USDA, AMS, Science and Technology Programs  Laboratory Services Division

National Sciences Laboratory Minnesota State Department of Agriculture
801 Summit Crossing Place, Suite B 90 West Plato Boulevard, Room 241
Gastonia, North Carolina 28054 St. Paul, Minnesota 55107-2094
Telephone (704) 867-3873 Telephone (651) 297-1901

Laboratory Services Division

Oregon Department of Agriculture

1207 Northwest Nation Parkway, Suite 204
Portland, Oregon 97209-2835

Telephone (503) 872-6644

3. Laboratory Analyses.

a. The samples will be composited and analyzed by the USDA or USDA-contracted
laboratory in accordance with any approved AOAC International or Food and Drug
Administration’s Bacteriological Analytical Manual methods, or methods approved by other
National or International organizations and accepted by AMS for Listeria monocytogenes,
Salmonella, standard plate count, E. coli, and Coagulase Positive S. aureus determinations.
ILE.3.a.



Laboratory methods for Salmonella and Listeria monocytogenes should specify all foods and be
capable of detecting all Salmonella and Listeria monocytogenes both motile and nonmotile.

b. For original analyses of samples from a lot, the USDA or USDA-contracted
laboratory will aseptically combine consecutively numbered samples from the lot into groups of
three, remove an equal amount from each sample in the group, and combine them into a
composite sample for analysis. Each composite sample will be ground and blended into a
homogeneous mixture and then analyzed for standard plate count, coliform count, E. coli,
coagulase-positive S. aureus, Listeria monocytogenes, and Salmonella. The highest result for
each type of analysis will determine whether the lot complies with the applicable
microbiological requirements. The results for each composite for a lot will be reported on the
USDA Poultry Products Grading Certificate (USDA Certificate).

As an alternative to reporting the results on the USDA Certificate, the results may be reported
on a laboratory testing report generated by the Laboratory Information Management System
(LIMS). The laboratory testing report will contain the USDA Certificate number, and the report
may be faxed to recipients.

c. For an appeal of original analyses, the USDA or USDA-contracted laboratory will
analyze and then report the results as outlined in I1.E.5.d.

4. Timely Receipt of Laboratory Results. The contractor must present the packaged
frozen dices to USDA so the commodity may be sampled, the samples sent to the USDA or
USDA-contracted laboratory, and the laboratory analyses performed in time for the laboratory
results to be available for the contractor to meet the shipment or delivery requirements of the
contract. If laboratory results are received by the contractor later than 10 calendar days,
excluding Sundays and Federal holidays, from the receipt of the samples by the USDA or
USDA-contracted laboratory, the number of days’ delay in excess of 10 calendar days,
excluding Sundays and Federal holidays, will be added to the permissible shipment or delivery
period before liquidated damages for late shipment or delivery will be assessed. The
commodity shall not be shipped until receipt of laboratory results confirm compliance with
microbiological requirements as outlined in I1.E.1.

5. Appeal of Laboratory Analyses. No appeals will be permitted for Salmonella or
Listeria monocytogenes positive frozen dices. The Grader may authorize an appeal of original
laboratory analyses for a lot for standard plate count, coliform count, E. coli, or S. aureus.
Before an appeal can be considered, the request for an appeal must be filed with the Grader
within 48 hours (excluding weekends and Federal holidays) from the time the results of analyses
being appealed are received by the contractor. Any number of laboratory results representing a
lot may be appealed,; i.e., standard plate count, coliform count, E. coli, S. aureus, but still count
as only one appeal. Only one appeal per lot is permitted.

I.ES.
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a. The Grader will log the number of appeals for each processor. The Grader may
grant up to 10 appeals of the first 40 sets of original laboratory results representing a lot.
Thereafter, no more than 3 appeals will be granted based on an evaluation of the previous 30 lot
results reported, as described in Poultry Programs’ Instructions.

b. For the appeal, the lot will be sampled and samples prepared by the Grader by
one of the following procedures:

(1) When the reserve samples are available, the Grader will randomly draw from
the lot the same number of samples as drawn during original sampling and identify the samples
as appeal samples. These samples plus the reserve samples previously prepared during the
original sampling of the lot will be submitted for microbiological analyses.

(2) When the reserve samples are not available, the Grader will randomly draw
twice the number of samples as drawn during the original sampling and identify the samples as
appeal samples.

c. The samples for the appeal will be submitted to the USDA or USDA-contracted
laboratory where the original analyses were performed.

d. The USDA or USDA-contracted laboratory will analyze the samples and report
the results of an appeal as follows:

(1) When both the reserve and appeal samples are submitted by the Grader for a
lot, the laboratory will make composite samples as described in 11.E.3.b. from the reserve and
appeal samples separately, analyze each composite for the analysis being appealed, and report
the results of each composite for the reserve and appeal samples separately on the USDA
Certificate. Alternately, the results may be reported on a laboratory-generated LIMS testing
report, which will contain the USDA Certificate number that may be faxed to recipients. The
highest result for each type of analysis will determine whether the lot complies with the
applicable microbiological requirements.

(2) When only the appeal samples are submitted for a lot, the USDA or USDA-
contracted laboratory will combine the samples into twice the number of composites described
in 11.E.3.b. and analyze each of the composite samples for the analysis being appealed. The
results of each composite will be reported on the USDA Certificate and identified as the results
for appeal samples. Alternately, the results may be reported on a laboratory-generated LIMS
testing report, which will contain the USDA Certificate number that may be faxed to recipients.

e. The laboratory results of the samples for the appeal will supersede those of the
original analysis for which the appeal is being requested and will be final.

I11. LABELING
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A. Commercial Labeling Requirements

Commercial labels must be used. Commercially labeled packages and shipping containers must
be labeled in accordance with FSIS requirements. Labeling must be approved by FSIS prior to
acceptance for use under this Specification.

1. Distributor Labels. Commercial labels must be the processor’s own commercial
label. Distributors’ labels will not be allowed.

2. Traceable Product. The processor must establish a product identification and
record system that clearly links product by place and time of manufacture to specific USDA
contracts and destinations. When the company uses the same commercial label for the product
certified as complying with this Specification and commercial product, the identification system
must differentiate between USDA and non-USDA products. An alpha numeric code may be
used for information that is in addition to FSIS labeling requirements. The required product
identification and record system, including codes, must be reviewed by USDA before
production begins for the contract(s).

3. Universal Product Bar Code.

a. A Universal Product Code (UPC), symbol and code, called Interleaved 2 of 5
(1 2/5), must appear on each shipping container. The complete code, including the check digit,
must be printed in machine-readable and human-readable form. The start and stop indicators
must be included in the bar codes. Printing, readability, and scanability of the bar code must be
in accordance with UPC guidelines published by Uniform Code Council, Inc., Princeton Pike
Corporate Center, 1009 Lenox Drive, Suite 202, Lawrenceville, NJ 08648.

b. The contractor will use the code furnished by USDA. USDA has acquired a
unique manufacturer’s identification number for the commodity purchase programs and will use
a unique item code number for cooked diced chicken purchased under this Specification. The
contractors need not join Uniform Code Council, Inc.

c. The 14-digit UPC code for diced chicken is: 1 07 15001 01517 1

B. Additional Labeling Issues

The following are not acceptable for use under this Specification:
1. Commercial labels that do not have a processor traceability system and code.

2. Commercial labeling traceability coding and systems that have not been reviewed by
a representative of Poultry Programs, Grading Branch.

11.B.

3. Distributor commercial labels.
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4. Two or more different commercial labels in the same purchase unit.

C. F.a.s. Vessel Deliveries

F.a.s. vessel deliveries that are not source loaded in a seavan are required to show the final
destination’s overseas address as provided in the Notice to Deliver. The address must be clearly
printed on at least two sides of each pallet.

IV. FINAL EXAMINATION OF PACKAGED AND PACKED COMMODITY

A. Material and Net Weight Compliance

1. Verification of Materials and Defects.

a. Verification of packaging and packing materials. The contractor must verify
compliance with packaging, packing, and marking material requirements by furnishing the
Grader the following certification on company stationery signed by a person authorized to do so
by the contractor:

“(I) (We) certify that the packaging, packing, and marking materials used for any commodity
presented for acceptance under the terms of the Commaodity Specification for Diced Chicken
dated April 2005 comply or will comply with the terms of this Commodity Specification.

Name

Title "

One certification is adequate for all production under this Specification.

b. Packaging defects. Packages in a delivery unit will be examined for defects that
affect protection, expose product, or permit dehydration or freezer burn, or quality deterioration
during storage, such as tears, holes, or improperly sealed or closed packages.

c. Packing defects. Shipping containers in a delivery unit will be examined for
condition, labeling, and marking defects according to the United States Standards for Condition
of Food Containers.

d. Tolerance for defects. If samples of packaged commodity or the shipping
containers in a delivery unit have more defects than the maximum tolerance for the applicable
Poultry Programs’ sample plan, the delivery unit will be rejected.

IV.A.

2. Net Weight.
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a. A purchase unit or delivery unit will total 40,000 pounds (18,144 kg) net, or
multiples thereof.

b. Each delivery unit, except as provided in IV.A.2.f. below, will be examined for
compliance with the net weight requirements at time of checkloading.

c. The tare weight of all packaging materials will be determined by weighing a
representative sample of all packaging components such as plastic-film bags, clips, and
fiberboard containers.

d. Twelve (12) shipping containers will be randomly selected from a delivery unit to
determine net weight. The total net weight of the 12 shipping containers must be equal to or
greater than 480 pounds (217.72 kg).

(1) If the total net weight of the sample is less than 480 pounds (217.72 kg) but
greater than or equal to 475.20 pounds (215.55 kg), the delivery unit will be accepted at the
following discount:

(Average Test Net Weight Per Container)

: But Not : Contract
Less Than : Less Than : Price Discount

40.0 pounds (18.14 kg) : 39.6 pounds (17.96 kg) : 1.0%
39.6 pounds (17.96 kg) : - : Unacceptable

Payments will be made on the actual quantity delivered. All price adjustments will be based on
a delivery unit.

(2) If the total net weight is less than 475.20 pounds (215.55 kg), the delivery
unit will be rejected.

e. A rejected delivery unit may be reworked and reoffered one time only. However,
if an individual shipping container in the sample of the reworked delivery unit has a net weight
of less than 39.60 pounds (17.96 kg), the delivery unit will be rejected.

f. As an alternative to test weighing at time of checkloading, the contractor may
request on-line verification of net weights. Upon receiving the request, a Federal-State
supervisor, Grading Branch, Poultry Programs (or their designee), will determine that the
facilities and procedures are in accordance with the applicable Poultry Programs’ instructions
for this Specification.

V.

B. Prerequisites for Loading and Shipping Frozen Commodity
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At the time of loading, shipping containers will be randomly drawn from each delivery unit and
examined to determine the condition (including separation) and the internal product temperature
of the individually frozen dices in the packages.

1. Condition of Dices.

a. A defect for condition of dices is a sample (package) in which dices are stuck
together in clumps and cannot be easily and readily separated without removing from the bag.

b. Sample size will be one 10-pound (4.54 kg) package drawn from 18 shipping
containers randomly selected from the delivery unit. If four or more samples (of the 18 samples
examined at the time of loading) are found to contain the defects described, the delivery unit
will be rejected.

c. Frozen cooked commodity showing any evidence of defrosting, refreezing, or
freezer deterioration will be rejected for use under this Specification.

2. Internal Product Temperature.

a. Requirements. The internal product temperature of the packaged frozen dices
must be 2 °F (-16.7 °C) or lower at time of loading. Delivery units with internal product
temperatures exceeding 2 °F (-16.7 °C) and up to 5 °F (-15 °C) will be tentatively rejected.
Tentatively rejected delivery units may be returned to the freezer and the temperature reduced to
2 °F (-16.7 °C) or lower and reoffered one time only. Delivery units exceeding 5 °F (-15 °C) or
delivery units that have been tentatively rejected and exceed 2 °F (-16.7 °C) when reoffered will
be rejected for use under this Specification. Sample size for verifying internal product
temperature will be according to the current Poultry Programs’ sampling level as determined by
the freezing history of the contractor.

b. Optional temperature verification. As an option to verifying internal product
temperature at time of loading, the contractor may request an alternate method utilizing product
temperature sensing devices. If this option is selected, a Federal-State supervisor will determine
that the facilities, equipment, procedures, and the contractor’s current level of freezing
compliance are in accordance with the established guidelines outlined in the applicable Poultry
Programs’ instructions for this Specification.

C. Inspection and Checkloading

1. Requirements. Inspection for contract compliance will be made by a USDA
representative, in accordance with 7 CFR part 70, FSIS regulations, and this Specification, at
the site of processing, both during and after processing and packaging. A USDA representative
may
IV.C.1.
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select samples for laboratory analyses or inspect the commodity at any point in transit and after
delivery to point of destination. Inspection records must be complete and made available to
USDA, as requested, to assure contract compliance.

2. Procedures. A Grader must perform the inspection and checkloading required by
Articles 54 and 55 of USDA-1. Procedures to be followed and a schedule of fees for these
services may be obtained by contacting the nearest Grading Branch field office or the Chief of
the Grading Branch, Poultry Programs, AMS, USDA, Room 3938-S, STOP 0258, 1400
Independence Avenue, SW, Washington, D.C. 20250-0258, telephone (202) 720-3271.
Certificates issued by the Grader must evidence the quality, quantity, weight, packaging,
packing, and checkloading of the commodity. The contractor must not ship the commodity
unless informed by the Grader that the designated lot to be shipped meets contract
specifications.

V. UNITIZATION

Each delivery unit of commodity must be unitized (palletized and stretchwrapped) and comply
with the following:

A. Pallets

Pallets must be good quality, wood, 48 inches x 40 inches, nonreversible, flush stringer, and
partial fourway entry. Each pallet of shipping containers must be stretchwrapped with plastic
film in a manner that will secure each container and layer of containers on the pallet. Palletized
product must be loaded in a way that will prevent shifting and damage to the containers of
product. Pallet loads shall be stacked in a manner that minimizes the overhang of the shipping
containers over the edges of the pallets and exposes the principle shipping container display
panels to facilitate certification examinations.

B. Pallet Exchange

Contractors may arrange for pallet exchange with consignees; however, USDA is in no way
responsible for such arrangements.

VI. SHIPMENT AND DELIVERY
Shipment and delivery must be made in accordance with this Specification, the applicable

Announcement and Invitation, and Articles 56, 57, and 64 of USDA-1, as amended by the
applicable Announcement. In addition, the contractor must adhere to the following provisions:

VI.

A. Contract Compliance Stamp
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Each shipping container must be identified with a USDA Contract Compliance stamp with the
applicable Certificate number. A Grader, or other authorized personnel under the supervision of
the Grader, will stamp one end of each shipping container prior to shipment. If there is
inadequate space available on either end of the shipping container, the stamp may be applied to
a side of the container.

B. Grading Certificate

A copy of the original USDA Poultry Products Grading Certificate issued at time of
checkloading must accompany each shipment.

1. Railcar or Piggyback. If shipment is by rail or piggyback, the Certificate must be
placed in the railcar or trailer for easy access to the Grader, warehouseman, or
consignee, as applicable.

2. Trucks. If shipment is by truck, the driver must, upon delivery, give the Certificate to
the Grader, warehouseman, or consignee, as applicable.

C. Loading and Sealing of Vehicles

Loading must be in accordance with good commercial practices and the sealing must be done at
origin under the supervision of a Grader.

1. Railcar. Each railcar must be sealed. The contractors are responsible for arranging
railcar deliveries of more than one delivery unit so that each delivery unit contained in the same
railcar can be completely separated and sealed.

2. Truck or Piggyback. Truck or piggyback shipments must be sealed at origin. A
delivery unit shipped by truck or piggyback which includes split deliveries to multiple
destinations will not require separation by sealing each drop.

D. Delivery Notification

Notwithstanding the provisions of Article 56 of USDA-1, as amended by the applicable
Announcement, the contractor must follow the instructions in the Notice to Deliver issued by
the Kansas City Commaodity Office (KCCO) concerning delivery notification. Such notification
and information of impending delivery are vital in proper execution of delivery. The contractor
must notify the State distributing agency and the consignee of shipment per instructions in the
Notice to Deliver. For rail or piggyback shipments, notification shall be made on the day of
shipment.

VI.D.
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For truck shipments, notification of the estimated arrival time should be made as far in advance
of delivery as possible. In addition, for truck or piggyback shipments, the contractor must
request and keep scheduled appointment(s). Unloading appointments for truck or piggyback
shipments must be requested from the consignee contact party(ies) at least 24 hours in advance
of delivery.

1. In-Plant Deliveries. When in-plant delivery is made, the contractor must notify the
appropriate resident Grader and furnish applicable information.

2. Delivery In Storage. Delivery may be made in store provided the destination in the
Notice to Deliver and the place the contractor has the commodity in storage are the same.
Inspection and certification by a Grader are also required for transfers in store.

3. Early Delivery. The contractor may deliver early upon approval of the KCCO.
Approval may be obtained by telephoning (816) 926-6068. Approval is contingent on the
recipient’s concurrence to accept early delivery and upon a Grader being available to perform
necessary checkloading and final acceptance duties.

E. Split Deliveries

The contractor is responsible to deliver the quantity stated on each Notice to Deliver to each
destination. Contractors must provide to the Grader, at time of shipment, the number of boxes
and pounds for each destination.

At the option of the contractor, a purchase unit with two or more Notices to Deliver (split
deliveries) for multiple destinations may be delivered on separate trucks provided each truck
ships the total quantity stated on the Notice to Deliver. Any additional costs will accrue to the
contractor’s account.

VIl. DESTINATION EXAMINATION

The cost of a destination examination, before or after delivery, by a Grader on accepted product
will be for the account of USDA. Costs for destination examinations of rejected delivery units
will be for the account of the contractor. The USDA origin grader will make arrangements for
destination examination prior to delivery.

A. Commodity Requirements

Before acceptance by consignee, the commodity may be examined by a Grader on a spot-check
basis for temperature, condition, identity, and when applicable, count. The commodity may be
examined for conformance to contract provisions at any time required by the Contracting
Officer.

VII.
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B. Temperature

The commodity must arrive at destination at an average internal product temperature not to
exceed 10 °F (-12.2 °C) with no individual temperature exceeding 15 °F (-9.4 °C). Commodity
not meeting these requirements will be rejected for use under this Specification.

Craig A. Morris
Deputy Administrator
Poultry Programs
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